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authorities contained in paragraphs 
(c)(1) through (4) of this section are re-
tained by the Administrator of the U.S. 
EPA and are not transferred to the 
State, local, or tribal agency. 

(c) The authorities that cannot be 
delegated to State, local or tribal agen-
cies are as follows: 

(1) Approval of alternatives to the 
emission limitations in § 63.9500(a) and 
(b) under § 63.6(g). 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and (f) 
and as defined in § 63.90. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.9565 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act, in § 63.2, and 
in this section as follows: 

Batch ID means a unique identifier 
used to differentiate each individual 
mix batch. 

Deviation means any instance in 
which an affected source subject to this 
subpart, or an owner or operator of 
such a source: 

(1) Fails to meet any requirement or 
obligation established by this subpart, 
including, but not limited to, any emis-
sion limitation (including any oper-
ating limit); 

(2) Fails to meet any term or condi-
tion that is adopted to implement an 
applicable requirement in this subpart 
and that is included in the operating 
permit for any affected source required 
to obtain such a permit; or 

(3) Fails to meet any emission limi-
tation (including any operating limit) 
in this subpart during startup, shut-
down, or malfunction, regardless of 
whether or not such failure is per-
mitted by this subpart. 

Friction ingredients means any of the 
components used in the manufacture of 
friction materials, excluding the HAP 
solvent. Friction ingredients include, 
but are not limited to, reinforcement 
materials, property modifiers, resins, 
and other additives. 

Friction materials manufacturing facil-
ity means a facility that manufactures 

friction materials using a solvent- 
based process. Friction materials are 
used in the manufacture of products 
used to accelerate or decelerate ob-
jects. Products that use friction mate-
rials include, but are not limited to, 
disc brake pucks, disc brake pads, 
brake linings, brake shoes, brake seg-
ments, brake blocks, brake discs, 
clutch facings, and clutches. 

HAP solvent means a solvent that 
contains 10 percent or more of any one 
HAP, as listed in section 112(b) of the 
Clean Air Act, or any combination of 
HAP that is added to a solvent mixer. 
Examples include hexane, toluene, and 
trichloroethylene. 

Initial startup means the first time 
that equipment is put into operation. 
Initial startup does not include oper-
ation solely for testing equipment. Ini-
tial startup does not include subse-
quent startups (as defined in this sec-
tion) following malfunction or shut-
downs or following changes in product 
or between batch operations. 

Large solvent mixer means a solvent 
mixer with a design capacity greater 
than or equal to 2,000 pounds, including 
friction ingredients and HAP solvent. 

Mix batch means each batch of fric-
tion materials manufactured in a sol-
vent mixer. 

Responsible official means responsible 
official as defined in § 63.2. 

7-day block average means an aver-
aging technique for a weekly compli-
ance determination where the cal-
culated values for percent HAP solvent 
discharged to the atmosphere are aver-
aged together for all mix batches (for 
which there are valid data) in a 7-day 
block period according to the equation 
provided in § 63.9520(a)(6). 

Small solvent mixer means a solvent 
mixer with a design capacity less than 
2,000 pounds, including friction ingredi-
ents and HAP solvent. 

Solvent mixer means a mixer used in 
the friction materials manufacturing 
process in which HAP solvent is used 
as one of the ingredients in at least one 
batch during a semiannual reporting 
period. Trace amounts of HAP solvents 
in resins or other friction ingredients 
do not qualify mixers as solvent mix-
ers. 

Solvent recovery system means equip-
ment used for the purpose of recovering 
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the HAP solvent from the exhaust 
stream. An example of a solvent recov-
ery system is a condenser. 

Solvent substitution means substi-
tution of a non-HAP material for a 
HAP solvent. 

Startup means bringing equipment 
online and starting the production 
process. 

Startup, shutdown, and malfunction 
plan means a plan developed according 
to the provisions of § 63.6(e)(3). 

§ 63.9570 How do I apply for alter-
native compliance requirements? 

(a) If you use a control technique 
other than a solvent recovery system 
and/or solvent substitution, you may 
request approval to use an alternative 
method of demonstrating compliance 
with the emission limitations in 
§ 63.9500(a) and (b) according to the pro-
cedures in this section. 

(b) You can request approval to use 
an alternative method of dem-
onstrating compliance in the initial 
notification for existing sources, the 
notification of construction or recon-
struction for new sources, or at any 
time. 

(c) You must submit a description of 
the proposed testing, monitoring, rec-
ordkeeping, and reporting that will be 
used and the proposed basis for dem-
onstrating compliance. 

(1) If you have not previously per-
formed testing, you must submit a pro-
posed test plan. If you are seeking per-
mission to use an alternative method 
of compliance based on previously per-
formed testing, you must submit the 
results of testing, a description of the 
procedures followed in testing, and a 
description of pertinent conditions dur-
ing testing. 

(2) You must submit a monitoring 
plan that includes a description of the 
control technique, test results 
verifying the performance of the con-
trol technique, the appropriate oper-
ating parameters that will be mon-
itored, and the frequency of measuring 
and recording to establish continuous 
compliance with the emission limita-
tions in § 63.9500(a) and (b). You must 
also include the proposed performance 
specifications and quality assurance 
procedures for the monitors. The moni-
toring plan is subject to the Adminis-
trator’s approval. You must install, 
calibrate, operate, and maintain the 
monitors in accordance with the moni-
toring plan approved by the Adminis-
trator. 

(d) Use of the alternative method of 
demonstrating compliance must not 
begin until approval is granted by the 
Administrator. 

§§ 63.9571–63.9579 [Reserved] 

TABLE 1 TO SUBPART QQQQQ OF PART 63—APPLICABILITY OF GENERAL PROVISIONS 
TO SUBPART QQQQQ 

As required in § 63.9505, you must comply with each applicable General Provisions require-
ment according to the following table: 

Citation Subject Applies to subpart 
QQQQQ? Explanation 

§ 63.1 ............................ Applicability ........................................ Yes.
§ 63.2 ............................ Definitions .......................................... Yes.
§ 63.3 ............................ Units and Abbreviations ..................... Yes.
§ 63.4 ............................ Prohibited Activities ........................... Yes.
§ 63.5 ............................ Construction/Reconstruction .............. Yes.
§ 63.6(a)–(c), (e)–(f), 

(i)–(j).
Compliance with Standards and 

Maintenance Requirements.
Yes.

§ 63.6(d) ........................ [Reserved].
§ 63.6(g) ........................ Use of an Alternative Nonopacity 

Emission Standard.
No .............................. Subpart QQQQQ contains no work 

practice standards. 
§ 63.6(h) ........................ Compliance with Opacity and Visible 

Emission Standards.
No .............................. Subpart QQQQQ contains no opacity 

or VE limits. 
§ 63.7(a)(1)–(2) ............. Applicability and Performance Test 

Dates.
No .............................. Subpart QQQQQ includes dates for 

initial compliance demonstrations. 
§ 63.7(a)(3), (b)–(h) ...... Performance Testing Requirements .. No .............................. Subpart QQQQQ does not require 

performance tests. 
§ 63.8(a)(1)–(2), (b), 

(c)(1)–(3), (f)(1)–(5).
Monitoring Requirements ................... Yes.

§ 63.8(a)(3) ................... [Reserved].
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